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HOW TO USE THE KODAK 





DAY-LOAD 
TANK 


The Kodak Day-Load Tank is designed for daylight processing of 24 
36mm black-and-white film when it is in daylight-loading magazines of t 
Kodak 135 type. The film can be loaded, developed, rinsed, fixed, ar 


washed in the tank in daylight. 


Rewinding Film in the Camera: ‘The film leader must extend outside t 


film magazine and have the conventional cutout end as shown in the illus- 


tration below. To avoid winding the film leader completely into the magazit 
when rewinding the film in the camera, stop rewinding the instant th 


either the film counter or the film take-up knob ceases to rotate, or the fi 
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signal ceases to operate. In this way, all the exposed film is rewound into | 
magazine, yet the leader remains out. If the film leader is accidentally turne 
into the magazine, it can be retrieved only in total darkness. The corre: 


procedure is described on page 10. 
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LOADING THE TANK 






Bl Lift out the macazive kyon. => 





2 Turn the MAGAZINE COLLAR so 


that its index points to “LOAD.” 
<J This opens the slot between the 





magazine chamber and the tank. 


Turn the COVER LOCKING KNOB 
counterclockwise to unlock the > 
cover. The LOCKING KNOB remains 


attached to the cover. 








EQ Grasp the reer contr and lift 
the cover from the tank; the reel 
and the magazine chamber are 
fastened to the cover. 


See that all parts of the tank and 





cover are clean and dry. 


BH Holding the cover, rotate the 
reel. The reel will lock automati- 
cally in the correct position for 
loading. Insert the film magazine 
into the magazine chamber with 


the F 





ENDED HUB on the maga- 
zine spool toward the right, as 


illustrated. 





G Pull the film leader forward, first threading it under the Mural FILM 
GUIDE and then under the knurled METAL ROLLER. 





The end of the leader should 
rest squarely against the 
SHOULDER on the reel hub, 
while the perforated edge 
should be against the MOLDED 
GUIDE LUG on the bottom reel 
flange. Push the METAL ROLLER 
firmly away from the SHOULDER 
toward the magazine to fasten 
the end of the film leader se- 


curely to the reel hub, 





1e film must be threaded as 
illustrated and the leader se- 
curely attached to the reel; 
otherwise the film will not feed 


onto the reel properly. 


7 Replace the cover on the tank. Insert the MAGAZINE KNOB into the 
magazine chamber, engaging the prongs of the knob with the crosspiece in 
the end of the magazine spool. Push the knob down until it snaps into place. 
If it is not in place, the chamber is not lighttight and the film will be seri- 


ously fogged while being loaded on the tank reel. 





8 | Push the cover LockinG KNOB downward and rotate it clockwise (see 


arrow on knob) until it is tight, thus locking the cover on the tank. 


9 | Slowly turn the MAGAZINE KNOB clockwise to take up the slack film. 
Exert slight pressure on the knob sufficient only to test that the film is at- 


tached securely to the reel. Stop the instant the knob begins to turn hard. 


110} Slowly turn the REEL COLLAR counterclockwise (see arrow on collar) to 
wind the film from the magazine onto the tank reel. About seven complete 
turns are required to load 36-exposure film, while about five turns are required 
for 20-exposure film. Avoid too fast or erratic rotation of the collar which 
When the film 


has been completely loaded on the reel, the reel collar will stop turning; 


might cause the film to jump the track and not load properly 





don’t attempt to rotate it further. 


11 Hold the tank as illustrated and rotate the MAGAZINE COLLAR clockwise 
with a firm and rapid action to move the index from “Loan” to “DEVELOP.” 


Do not hold the REEL COLLAR. Some force is required to rotate the magazine 





collar since this operation cuts the film by means of a stationary knife 


located within the tank. If the index does not point to “pEveLop,” the de- 
veloping chamber will not be light- 
tight and the film will be fogged 


during processing. 


12) Turn the REEL COLLAR counter- 
clockwise to draw the end of the 
film into the reel. One full turn is 


sufficient. 


Turn the MAGAZINE KNOB clock- 
wise and lift it out. Remove the 
empty magazine from the knob. If 
the empty magazine does not lift 
out with the knob, turn the tank 


over and shake it out. 
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1} Kodak Microdol Developer is recommended for use with the tank. 


The temperature of the developer should be 68F (20C). Pour the developer 





Agitate the film during devel- 
opment by rotating the REEL COL- 
LAR in a counterclockwise direction 
only, Agitate immediately for 1 
minute when the developer is first 
added, and for 5 seconds at 2- 
minute intervals, until develop- 
ment is completed. For the proper 
development time, refer to the in- 


structions on the developer label. 








quickly into the opening at the top 
of the magazine chamber. The ca- 


pacity of the tank is sixteen ounces. 


Replace the MAGAZINE KNOB in 
the magazine chamber, being cer- 
tain the empty magazine has been 
detached, 





| 4 | To measure the solution tem- 
perature during development, re- 
move the MAGAZINE KNOB and insert 
a thermometer into the developer 
contained in the magazine chamber. 
Replace the knob after measuring 


the temperature. 


B After development is com- 
pleted, remove the MAGAZINE KNOB 


and pour out the developer. 


Gi Immediately fill the tank with 
clean water, approximately the 
same temperature as the developer. 
Turn the REEL COLLAR counterclock- 
wise for 30 seconds to agitate the 


film. Pour out the water. 





7 Fill the tank with a solution prepared from Kodak Acid Fixer or with 
Kodak Fixing Bath I'-5. Fix the film for 10 minutes at 65 to 70F (18 to 21(). 
For more rapid fixing, use Kodafix Solution and fix the film for 5 minutes 
at 65 to 70K (18 to 21C), Agitate the film frequently while it is in the 


fixing bath. 
EX Pour out the fixing bath. 


9 Turn the MAGAZINE COLLAR index to “Loap.”” Wash the film thoroughly 
by placing the magazine chamber opening under a water faucet, allowing a 
slow, steady stream of water at 65 to 70F to flow into the tank for at least 


an hour. 


10) If faster washing is desired, remove the cover and place it in a deep 
tray. Circulate the water through the tray, making sure the water level is 
sufficiently high to cover the film completely at all times. Agitate the film 
several times during washing. The film can also be removed from the reel 


for washing, but great care is necessary to prevent scratches. 


11] Following the washing period, fill the tank with Kodak Photo-Flo 
Solution and soak the film for about 2 minutes to prevent water marks and 
streaks which might otherwise be produced during drying. Agitate the film 
slightly during the soaking time. Prepare the solution according to the direc- 


lions on the bottle. 
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To dry the film, fasten the end 
(while it is still on the reel) with a 
film clip suspended from the ceil- 
ing or a shelf. Depress the COVER 
LOCKING KNOB to allow the reel to 
rotate, pulling downward until all 
the film is unwound. Unfasten the 
film from the reel and attach a 
second clip to the lower end of the 
film to keep it from curling. Allow 
the film to dry, preferably without 
the use of a fan in order to avoid 


dust. 


13} Rinse out the tank, cover, and 
magazine knob. Dry the parts thor- 
oughly before using again. Drying 


can be accelerated by pouring a 





small quantity of alcohol into the 

tank, replacing the cover and shaking vigorously. Remove the cover and 
dry the reel before a fan. Pour the excess alcohol out of the tank and dry 
the tank with a clean towel or before a fan. Do not allow the alcohol to 


remain in the tank for any appreciable length of time. 


RETRIEVING FILM LEADER FROM MAGAZINE 


If the film leader is accidentally turned into the Kodak Magazine, it 


can be retrieved in any room from which all light is excluded. 


Procedure: 
A fold the magazine with the hub end of the spool down and rap it 


sharply on a firm surface. The opposite end cap will pop off. 


B_ Remove the spool of film from the magazine. Do not allow the film to 


spin loose from the spool. 


C Replace the spool of film in the magazine, guiding the film leader into 
the cloth-covered magazine slot so that the end of the leader remains out- 


side of the magazine. 


Caution: Be sure that neither the spool nor the magazine has been reversed 


end for end during this operation. 


D Replace the metal end cap on the magazine, making it lighttight. 


The film is now ready to be loaded into the Kodak Day-Load Tank. 
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SELECTED KODAK PUBLICATIONS 


On Sale at Kodak Dealers 


The Kodak Reference Handbook 


Contains practical information in Data Book form arranged in a 
convenient two-volume set. Volume 1 contains: (1) Flash Tech- 
nique; (2) Kodak Lenses, Shutters, and Portra Lénses; (3) Kodak 
Films; and (4) Filters and Pola-Screens. Volume 2 contains: (1) En- 
larging with Kodak Materials and Equipment; (2) Kodak Papers; 
(3) Processing and Formulas; and (4) Copying. 


The Kodak Master Photoguide 


A 32-page, pocket-size booklet containing on-the-spot picture-taking 
information for still pictures. Convenient dial computers, tables, and 
brief text present practical data on exposure, filte 
use of Kodak Portra and Telek Lenses, and other 
eral and special application. 


, depth of field, 






ssentials of gen- 


The Kodak Photographic Notebook 


An aid to keeping photographic notes and other Kodak supplemen- 
tary literature. Each notebook contains: (1) a list of special photo- 
graphic articles which is available on request from the Sales Serv- 
ice Division, and Kodak booklets on sale at Kodak dealers; (2) note- 
book paper; and (3) tabbed separator pages for index purposes. 


The Kodak Color Handbook 


Devoted to color photography of professional caliber. Consists of 
four Kodak Color Data Books: (1) Color As Seen and Photo- 
graphed; (2) Color Photography Outdoors; (3) Color Photography 
in the Studio; and (4) Kodak Color Films. These books provide 
authoritative information on taking still pictures in color with 
Kodak materials. 
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